TYPICAL STEP .

N.T.S.

NOTES:
1. ALL HOLES MUST BE PRECAST.
2. MAXIMUM HOLE SIZE = PIPE 0.D. + 4"
3. USE CONCENTRIC CONIC SECTIONS IN RIGHT—OF—WAY.
4. OUTFALL MANHOLES MUST HAVE CAST IN PLACE RINGS.
5. SEE STANDARD NO. 112 FOR

MANHOLE DEPTH GREATER THAN 20'.

_ 5 X 5 CONC.

:

FOR DETAILS OF FRAME & COVER

e ™ e SEE STD. # 650.
_ _ STANDARD MANHOLE FRAME AND COVER
FLEXIBLE BRICK COURSES FOR
EPDM ADJUSTMENT TO GRADE
RUBBER MAX. 3 COURSES (11" MAX)
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RISER SECTION
" : 1'-0", 1'=6", 2'—0", 2—6", 30",
B 3'-6", 4'—0" HEIGHTS

NOTE:

RUBBER
SEAL

N.T.S.

PLAN VIEW
ONE PIECE BASE UNIT MANHOLE MUST BE CORED

NTS. RUBBER BQOOT IS REQUIRED

MATCH PIPE Omoisz/_

48" x 5" WALL ONE PIECE BASE UNIT, 4'—Q" HEIGHT

ON ALL SECTIONS BELOW THE WATER TABLE
8" EXTERNAL SEAL WRAP WILL BE REQUIRED.

SECTION "A—A"
THRU ONE PIECE BASE UNIT
N.T.S.
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